ASD-CERT

Certification of Aerospace Standard Products

Av de Tervuren 270 - Tel. +322 775 8114

B-1150 Brussels : Fax +322 775 8111
BELGIUM ‘
PRODUCT QUALIFICATION / QUALIFICATION DE PRODUIT /
ERZEUGNISQUALIFIKATION
CERTIFICATENO.
N°DE CERTIFICAT  PQ 075 renewal
ZERTIFIKAT NR.

This is to certify that the manufacturer / Ceci certifie que le fabricant / Hiermit wird bescheinigt, dass der Hersteller

COMPANY NAME : RWG Frankenjura-Industrie Flugwerklager GmbH
NOM DE SOCIETE :

FIRMA :

PLACE OF MANUFACTURE : Gartenhaeuser Weg 19

LIEU DE FABRICATION : D-91462 Dachsbach

HERSTELLUNGSORT : Germany

has met the requirements of EN9133 in respect of the following standards:
a satisfait les exigences de ’EN9133 en ce qui concerne les normes suivantes:
die Forderungen der EN9133 erfiillt unter Beriicksichtigung der folgenden Normen: ‘

Applicable Standard Products Qualification Test Report No.

Norme applicable Produits Issue Date

Zutreffende Norm Erzeugnisse ASD-CERT Mandated Body

See attachment See attachment Continuous since 2000/2001 to 2007 and next 3 years

in production plan. See attached FAIR according to
AS9102 number 102-07 (EN2287-1208), 103-07
(EN3289BRO6E), 104-07 (EN2585R20A) 22-10-
2007, HR. Ziemer, EADS-MAS.

This certificate is valid until / Ce certificat est valable jusqu’au / Dieses Zertifikat ist giiltig bis
| October 2010 | |

except if cancelled in the meantime / sauf si annulé entre-temps / sofern zwischenzeitlich nicht widerrufen

DATE : :
DATE : 1¥ February 2008
DATUM :

PLACE :
A:
ORT:

- SIGNATURE :
SIGNATURE :
UNTERSCHRIFT : Stéphane Laumond, Secretary General (+33 1 47 65 70 18)

Brussels, Belgium




Attachment to ASD-CERT PQ 75, 1* February 2008

ﬁlt)::::ﬂe Producfs Codes Product description
EN3211 | .EN2285 | 06.. | Bushes plain aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2285 “08.. | Bushes plain aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2285 10.. Bushes plain aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2285 12.. Bushes plain aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2285 15.. | Bushes plain aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2285 16.. | Bushes plain aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2285 18.. Bushes plain aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2285 20.. | Bushes plain aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2285 22.. | Bushes plain aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2285 25.. | Bushes plain aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2285 28.. | Bushes plain aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2285 30.. | Bushes plain aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2285 32.. Bushes plain aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN2285 | 35.. | Bushes pléin aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN2285 | 40.. | Bushes plain aluminium alloy with self-lubricating liner - Dimensions and loads
=N 3211 EN 2285 | 46.. | Bushes plain aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 'EN2285 | 50. [ Bushes plain aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2286 06.. | Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2286 08.. | Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2286 . 10.. | Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2286 12.. | Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2286 15.. | Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN2286 | 16.. | Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2286 18.. | Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2286 20... . | Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads

. EN 3211 EN2286 | 22.. | Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2286 25.. Bushes, ﬂahg_ed aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 | EN 2286 28.. | Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2286 30.. | Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2286 32.. | Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211, EN 2286 35.. | Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2286 40.. | Bushes, flanged aluminium alloy with self-lubricating liner - Dimeénsions and loads

s N 3211 EN 2286 45.. | Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2286 50.. | Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2287 06.. | Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads
EN 3211 EN 2287 08.. | Bushes, plain corrosion resisting steel with self-lubricating liner - Dimensions and loads
EN 3211 EN 2287 10.. | Bushes, plain corrosion resisting steel with self-lubricaﬁng liner - Dimensions and loads
EN 3211 EN 2287 12.. | Bushes, plain corrosion resisting steel with self-lubricating liner - Dimensions and loads
EN 3211 EN 2287 15.. | Bushes, plain corrosion resisting steel with self-lubricating liner - Dimensions and loads
EN 3211 EN 2287 16.. | Bushes, plain corrosion resisting steel with seif-lubricating liner - Dimensions and loads
EN 3211 EN 2287 18.. | Bushes, plain corrosion resisting stee! with self-lubricating liner - Dimensions and loads
EN 3211 EN 2287 20.. Bushes, plain corrosion resisting steel with self-lubricating liner - Dimensions and loads
EN 3211 EN 2287 22.. Bushes, plain corrosion resisting steel with self-lubricating liner - Dimensions and loads

T,




Attachment to ASD-CERT PQ 75, 1% February 2008

Applicable

Products | Codes Product description
standard
EN 3211 EN 2287 ' 25.. Bushes, plain corrosion resisting steel with self-lubricating liner - Dimensions and loads
EN 3211 EN 2287 | 28.. -|-Bushes, plain corrosion resisting steel with self-lubricating liner - Dimensions and loads
EN3211 | EN2287 | 30.. | Bushes, plain corrosion resisting steel with self-lubricating liner - Dimensions and loads
EN 3211 EN 2287 32.. | Bushes, plain corrosion resisting steel with self-lubricating liner - Dimensions and loads

EN 3211 EN 2287 -35.. Bushes, plain corrosion resisting steel with self-lubricating liner - Dimensions and loads

EN 3211 EN 2287 35.. | Bushes, plain corrosion resisting steel with self-lubricating liner - Dimensions and loads

EN 3211 EN 2287 40.. | Bushes, plain corrosion resisting steel with self-lubricating liner - Dimensions and loads

EN 3211 EN 2287 45.. | Bushes, plain corrosion resisting steel with self-lubricating liner - Dimensions and loads

EN 3211 EN 2288 | 06.. [ Bushes, flanged aluminium alloy with self-lubricating liner - Dimensions and loads

EN 3211 EN2288 | 08.. | Bushes, flanged corrosion resisting steel with self-lubricating liner - Dimensions and loads

EN 3211 EN 2288 10.. | Bushes, flanged corrosion resisting steel with self-lubricating liner - Dimensions and loads

EN 3211 EN 2288 12.. | Bushes, flanged corrosion resisting steel with self-lubricating liner - Dimensions and loads

EN 3211 EN 2288 15.. | Bushes, flanged corrosion resisting steel with self-lubricating liner - Dimensions and loads

EN3211- | EN 2288 16.. | Bushes, flanged corrosion resisting steel with self-lubricating liner - Dimensions and loads

EN 3211 EN 2288 18.. Bushes, flanged corrosion resisting steel with self-lubricating liner - Dimensions and loads

EN 3211 EN 2288 20.. | Bushes, flanged corrosion resisting steel with self-lubricating liner - Dimensions and loads

EN3211 | EN 2288 22.. | Bushes, flanged corrosion resisting steel with self-lubricating liner - Dimensions and loads

EN 3211 EN2288 | 25.. | Bushes,flanged corrosion resisting steel with self-lubricating liner - Dimensions and loads

EN 3211 EN 2288 28.. Bushes, flanged corrosion resisting steel with seff-lubricating liner - Dimensions and loads
EN 3211 EN 2288 30.. | Bushes, flanged corrosion resisting steel with self-lubricatin liner - Dimensions and loads’
EN 3211 EN 2288 32.. | Bushes, flanged corrosion resisting steel with self-lubricating liner - Dimensions and loads
=N 3211 EN 2288 | 35.. Bushes, flanged corrosion resisting steel with self-lubricating liner - Dimensions and loads
EN 3211 EN 2288 40.. | Bushes, flanged corrosion resisting steel with self-lubricating liner - Dimensions and loads
EN 3211 | EN 2288 45.. Bushes, flanged corrosion resisting steel with self-lubricating liner - Dimensions and loads
EN 3211 EN 2288 50.. | Bushes, flanged corrosion resisting steel with self-lubricating liner - Dimensions and loads
EN 2337 EN 2335 _04.. | E(:zgngs-sphencal plain in corrosion reS|st|ng steel without .assembly slot - Dimensions and
EN 2337 EN 2335'. .05 | I?.,eazrsings-spherical plain in corrosion resisting steel without assembly slot - Dimensions and
EN 2337 EN 2335 _06.. E)t;zgr}gs-spheﬁga! plain in gonosion' resnsting steel without assembly slotj Dimenswns‘ and
EN 2337 EN 2335 _08.. ﬁzzzngs-spheﬂcal plain in corrosion resistipg sfeel withqut assembly slot - Dirn_ensiong and
EN 2337 EN 2335 _10.. E;zrsings-spherica! plain in corrosion resisting steel without assembly slot - Dimensions and
EN 2337 EN 2335 2. E):zrsings-spherical plain in corrosion resisting steel without assembly slot - I?lmensiOns and
EN 2337 EN 2335 15, E,zz;ings.-spheﬁcal plain in corrosion resisting steel without assembly slot - Dimensions and
EN 2337 EN 2335 AT, I?;;a(\’rsings-sphen'cal plain in corrosion resisting steel without assembly slot - Dimensions and
EN 2337 EN 2335 .20. I?)«':le:jrsings-spherical plain in corrosion resisting steel W|th9ut assembly slot - Dimensions and
EN 2337 EN 2335 _25.. E)eazrsings-spherical plain in corrosion resisting steel without assembly slot - Dimensions and
EN 2337 EN 2335 30, E)(:’:lj:ngs-spherical plain in corrosion resisting steel without assembly siot - Dimensions and
EN 2337 EN 2335 35, at;zrsings-spherical plain in corrosion resisting steel without assembily slot - Dimensions and
EN 2337 EN 2335 40, I%«:fjgngs-sphencal plain in corrosion resisting steel without assembly slot - Dimensions and
EN 2337 EN 2335 45.. I%&;&:jzngs-sphencal plain in corrosion resisting steel without assembly slot - Dimensions and
EN 2337 ' EN 2335 _50.. I%Z':;rsings-sphen'cal plain in corrosion resisting steel without assembly slot - Dimensions anq
EN 2337 EN 2‘335 60.. E;zr;ngs—sphencal plain in corrosion resisting steel without assembly slot - Dimensions and

Bearings, spherical plain in corrosion resisting steel with self-lubricating liner - Narrow series -

EN 2755 EN 2584 04... Elevated loads at ambient temperature - Dimensions and loads

Bearings, spherical plain in comosion resisting steel with self-lubricating liner - Narrow series -
EN 2755 EN 2584 -05... Elevated loads at ambient temperature - Dimensions and loads

f Bearings, spherical plain in corrosion resisting steel with self-lubricating liner - Narrow series -
EN 2755 EN 2584 -08... Elevated loads at ambient temperature - Dimensions and loads

: - — : — : f-lubricating finer - —
EN 2755 EN 2584 08... Bearings, spherical plain in corrosion resisting steel with self-lubricating liner - Narrow senes()/

Elevated loads at ambient temperature - Dimensions and loads



Attachment to ASD-CERT PQ 75, 1* February 2008

‘:ffl:l:::;e Products | Codes ' Product description

EN2ss | EN2584 | 10.. | B e Pl oo oomig SeT v seiicaing e -Narrow s
EN2155 | EN284- [ 12.. | BRos, sohera i i corosion siing sl wih selicaing T - Narrowsers-
onares | avaios | .. | B P e ety s oo
ENZTSS | ENZG84 | A7.. | B mheria lan ncomosan s s wih e bricating et - Narow sers-
EN2755 | EN2684 | 20.. | B0 spheralplan it comode rosising lel v selicaing e -Narrow s
EN27ss | EN2sse | 25.. | SETES sherca pian n comoson rosiing ioe wihselubricaing er-Narow seis-
EN2rss | En2sse | 0. | BEnos, soherca i 1 comose rsking stelwih soehbricating nr - Narow seis-
EN21ss | EN2ss4 | 3. | BRvds, hers i 1 comoson rssing il wih sfehbricating o - Narrow seis-
EN27ss | EN2ses | 40.. | BERER sercs i n comoson rosising ieel wihselubricatng er - Narow seis-
EN2rss | En2see | 45.. | Bominss sheries it in ool rosising sielwih sl biiaing er-Rarow s
Narss | En2ses | e0.. | Soomies sherica i n comosen roising siee wih sttt er - Narow sees-
ENzrss | Enases | 04.. | Booiies hercs i i comoson rosising sielwih sl iaing er-Wide sers
ENzrss | Enases | 0s.. | Boiies shers i i comosen roiing il vih solfubicaing er-Wids sers-
EN27es | ENzs | on.. | oo ros o il sl i - Wi soes-
EN2755 | EN2585 | 05 | Fearos hnerca i i corodon roistng e with sofFbricating ner - Wide sers-
ENZrs | EN2sss | 10.. | BB, sphers la n comosion edlling el vilh sl ubialing er - Wide s -
ENa7ss | EN26s | 12.. | Sohas Soiees pin i coroson oiing seel wih sofuiatng r - Wi soes
ENzrss | Enases | 15.. | SER srs i i comoslon roiing sieelwih solfbiialng ier-Wids sers-
EN27ss | EN258s | 7. | B hheris pian i comoson i seel i seiFubricaing ner - Wide sers-
ENzrss | EN2ses | 20.. | SR shercs i i coroson rosiing ielwih slfubicatng er-Wids sers-
EN2r5s | ENZ685 | 25.. | BT Shuera plan n comoson rsiingseel i e ubriatng er - Wid s
Nz | enzss | 0., | Baies Shherea) van i corosion sking slelwih setubicaing ner - Wids s
ENarss | ENases | 3. | Booes sherica i n comosen roiing siee wih solfuicatng rer - Wide sers-
EN21s | EN2685 | 40.. | BRas bieris i i oo rskng slolwih sl ubicatin Tner Wi sers-
EN215 | EN2685 | ... | BRyos el it coroion oo sosl wilh selFubcaiy e Wide sers-
ENzrss | EN2ess | so... | BRnOS sohens ian i corosion g ol wih el ubicatin nr Wi sers-
ENZrss | ENases | . | BEiEe e P comoien estig sl wih seltubicatn er- Wide s
EN 2586 EN 2586 8 Washers. lock for flight control rods - Dimensions

EN 2586 EN 2586 10 Washers, lock for flight control rods - Dimensions

"EN 2586 EN 2586 12 Washers, lock for flight control rods - Dimensions

EN 2586 EN 2586 14 Washers, lock for flight control rods - Dimensions

EN 2586 EN 2586 16 Washers, lo.ckforﬂigh'tcontrcl)l.rod's—Dimensions : _ _ __ .

EN 3280 EN 3283 10. ?::g:gsé:érga_néei r;c:::% ;lsfr:?j Is(l)r;%lse row ball bearings in corrosion resisting steel - Diameter
EN 3280 EN 3283 12. SB::;:gsé:érga_néei n:c::';% ;:’;gr:z ;s(i)r;%l: row ball bearings in corrosion resisting steel - Diameter
EN32B0 | ENS283 | 15 | oo ando: Dimensuns andioads o oo oo " comosn ressing steel - Dlamgier

S




Attachment to ASD-CERT PQ 75, 1* February 2008

Applicable ' ..
standard Products Codes Product description
_ | Bearings, airframe rolling - Rigid single row ball bearings in corrosion resisting steel - Diameter
EN 3260 . EN 3?,283 A7 'series 8 and 9 - Dimensions and loads
EN 3280 EN 3283 ] 20 Bearings, airframe rolling - Rigid single row ball bearings in corrosion resisting steel - Diameter
| series 8 and 9 - Dimensions and loads
EN 3280 EN 3283 o5 Bearings, airframe rolling - Rigid single row ball bearings in corrosion resisting steel - Diameter
. " | series 8 and 9 - Dimensions and loads
EN 3280 EN 3283 30 Bearings, airframe rolling - Rigid single row ball bearings in corrosion resisting steel - Diameter
" | series 8 and 9 - Dimensions and loads '
EN 3280 EN 3283 35 Bearings, airframe rolling - Rigid single row ball bearings in corrosion resisting steel - Diameter
' " | series 8 and 9 - Dimensions and loads
EN 3280 EN 3283 40 Bearings, airframe rolling - Rigid single row ball bearings in corrosion resisting steel - Diameter
- | series 8 and 9 - Dimensions and loads
EN 3280 EN 3283 50 Bearings, airframe rolling - Rigid single row ball bearings in corrosion resisting steel - Diameter
| series 8 and 9 - Dimensions and loads
EN 3280 EN 3283 60 Bearings, airframe rolling - Rigid single row ball bearings in corrosion resisting steel - Diameter
" | series 8 and 9 - Dimensions and loads A
EN 3280 EN 3286 05. | Bearings, airframe rolling - Rigid single row ball bearings in corrosions resisting steel - Diameter
| series 0 and 2 - Normal clearance category - Dimensions and loads
' EN 3280 EN 3286 06 Bearings, airframe rolling - Rigid single row ball bearings in corrosions resisting steel - Diameter
_ | series 0 and 2 - Nomal clearance category - Dimensions and loads
©N 3280 EN 3286 08 Bearings, airframe rolling - Rigid single row ball bearings in corrosions resisting steel - Diameter
i _ | series 0 and 2 - Normal clearance category - Dimensions and loads » .
EN 3280 EN 3286 10 Bearings, airframe rolling - Rigid single row ball bearings in corrosions resisting steel - Diameter
T series 0 and 2 - Nomal clearance category - Dimensions and loads
EN 3280 EN 3286 12 Bearings, airframe rolling - Rigid single row ball bearings in corrosions resisting steel - Diameter
] series 0 and 2 - Normal clearance category - Dimensions and loads
EN 3280 EN 3286 15 Bearings, airframe rolling - Rigid single row ball bearings in corrosions resisting steel - Diameter
T series 0 and 2 - Nomal clearance category - Dimensions and loads 3 - o
EN 3280 EN 3286 1'7 Bearings, airframe rolling - Rigid single row ball bearings in corrosions resisting steel - Diameter
- e series 0 and 2 - Normal clearance category - Dimensions and loads '
Bearings, airframe rolling - Rigid single row ball bearings in corrosions resisting steel - Diameter
EN 3280 EIN 3256 — series 0 and 2 - Normal clearance category:- Dimensions and loads - ;
~ar Bearings, airframe rolling - Rigid single row ball bearings in corrosions resisting steel - Diameter
EN 3280 EN 3286 25. series 0 and 2 - Normal clearance category - Dimensions and loads
Bearings, airframe rolling - Rigid single row ball bearings in corrosions resisting steel - Diameter
EN 3280 EN 3286 20. series 0 and 2 - Nomal clearance category - Dimensions and loads ' :
. : Bearings, airframe rolling - Double row self-aligning ball bearings in corrosion resisting steel -
EN 3280 EN 3289 ~05. Diameter series 2 - Dimensions and loads
Bearings, airframe rolling - Double row self-aligning ball bearings in corrosion resisting steel -
EN 3280 EN 3289 ~08. Diameter series 2 - Dimensions and loads '
Bearings, airframe rolling - Double row self-aligning ball bearings in corrosion resisting steel -
EN 3280 EN 3289 ~08. Diameter series 2 - Dimensions and loads .
. ' Bearings, airframe rolling - Double row self-aligning ball bearings in corrosion resisting steel -
N 3280 EN 3289 =10, Diameter series 2 - Dimensions and loads )
Bearings, airframe rolling - Double row self-aligning ball bearings in corrosion resisting steel -
EN 3280 EN 3289 ~12. Diameter series 2 - Dimensions and loads -
' Bearings, airframe rolling - Double row self-aligning ball bearings in corrosion resisting steel -
EN 3280 EN'3289 ~15. Diameter series 2 - Dimensions and loads
Bearings, airframe rolling - Double row self-aligning ball bearings in corrosion resisting steel -
EN 3280 EN 3289 -7 Diameter series 2 - Dimensions and loads
. : — T I - - S —
EN 3280 EN 3289 20, | Bearings, airframe rolling - Double row self ahgmng ball bearings in corrosion resisting stegl

el

Diameter series 2 - Dimensions and loads —

e




. AEEMA-CERT

THE EUROPEAN ASSOCIATION OF AEROSPACE INDUSTRIES - CERTIFICATION

Gulledeile 94 . - Tel. (32) 2 775 BI1O
B-1200 Bruxelles I Fax (32) 2 775 8111
Belgium

PRODUCT QUALIFICATION
QUALIFICATION DE PRODUIT
ERZEUGNIS-QUALIFIKATION

CERTIFICATE NO.
N° DE CERTIFICAT PQ 075
ZERTIAKAT NR. ~

~

Thig is to certify that the manulacturer/Ceci cerfifie que ' fabricant/Hiermit wird bescheinigt, daB der Hersteller
COMPANY NAME:

NOM DE SOCIETE: RWG FRANKENJURA INDUSTRIES Flugwerklager
FIRMA: GmbH

PLACE CF MANUFACTURE: Gartenhduser Weg 19

UEU DE FABRICATION: D-91462 Dachsbach

HERSTELLUNGSORT: Germany

has met the requirements of EN 3042 in respect of the following standards:
asaﬁsfaﬁlese@maedel’ENSMZmeeqmmmeIesnomwssuhrames:
die Forderungen der EN 3042 erf(it unter Berlicksichtigung der folgendan Nomen:

Agppilicable standard A Products
Nofne applicabie Produits’ Report N® /issue/ate
Zuireffends Norm Erzeugrisse
R-J-000-M-0366
See attachment See attachment Issue 2
: (11.09.2001)

This certificais is valid uiiVCs ceriificat est valable jusqurauw/Dieses Zertifikat ist glitig bis

October 2004

axcept if cancelled in the meantime/saul si annulé entre-temps/sofem zwischenzeitiich nichi widerrifen.

DATE:
DATE: 3 October 2001

DATUM:

A: Brussels

SIGNATURE: s
SIGNATURE: @-— /. /,/’

UNTERSCHRIFT:



Attachment to AECMA-CERT PQ 075, 3 October 2001

Applicable standard - Product
EN3211 EN2285
EN2286
EN2287
EN2288
EN2337 EN2335
EN2755 EN2584
EN2585
EN2586 EN2586
EN3280 EN3283
EN3286
EN3289






